










FLU-S-IN-2x
Symmetrical lighting
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MATERIALS

Frame
Stainless steel AISI 316L
Thickness 1.2mm 
(others upon request)

Safety clips for glass Stainless steel AISI 316L

Fixing plates Stainless steel AISI 316L

Optic 99,9% metalized aluminium

Screen Flat tempered glass, 6mm thickness

Closing screen Gasket in silicone

Lamp holder Plastic

GENERAL CHARACTERISTICS

Applications Interior zone tunnel lighting

Optic Symmetrical

Lamp power 2x58W T8

Lamp type Linear fluorescent

Lamp holder G13

Insulation class I

Protection degree IP66

Fixing system By metallic plate and screws

GEAR TRAY UNIT REMOVAL WITHOUT USE OF TOOLS

Lamp replacement Without use of tools

Dimensions 1740x243x91mm

main Reference standards EN 60598-1, EN 60598-2-3

ELECTRICAL CHARACTERISTICS

Rated voltage 230V

Frequency 50Hz

Internal wiring Halogen free, in silicone, double insulation, 1mm2

Ignitor
Electronic (EEI=AA2) Long life
Absorbed power: 2x54W

Connections PASS THROUGH BRANCH

Cable clamp (TYPES OF CABLE CLAMPS 
UPON REQUEST)

2xM32x1,5mm plastic 1xM32x1,5mm plastic

Terminal board
5 poles in DIN guide 10mm2

(16mm2 upon request)
3 POLES 6mm2

(ceramic upon request)

MCB 1P+Neutral, 10A, T-curve (upon request)
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RICERCA E PRODUZIONE

Investimenti (Saldatura, taglio laser, collaudo)

R&D (Software affidabilità, termica, elettronica, ottica, laboratori, ecc.)

RICERCA E PRODUZIONE

Investimenti (Saldatura, taglio laser, collaudo)

R&D (Software affidabilità, termica, elettronica, ottica, laboratori, ecc.)
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Coordinate system C-Gamma, polar graph.

2x58W TOP

C-Gamma angles
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